
TS1 GreenFibre
Composition : Référence : 2UB

Structure :
Grossière fibreuse

Données chimiques

Données physiques

Utilisation Commentaire
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Variation limits according guidelines of the quality assurance association Growing Media for Plant cultivation RAL.
All product information which we provide has been prepared by us to our best knowledge and belief. Our information documents therefore make 
no claim to completeness and correctness. In particular,
we reserve the right to make changes. All application and usage recommendations from us must be understood as non-binding guidelines and 
must be adjusted to meet local circumstances and code of
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pH (H2O) : 4-4.5 +/-0,3 (EN 13037)
EC : 0 mS/m +/- 11 (EN 13038)

Base de mélange, plantes 
acidophilesamendements et 
base de mélanges

Tourbe de sphaigne blonde brute grossière avec GreenFibre et fractions.Cette 
matière première est utilisée pure ou pour la confection de mélanges pour cultures 
hors-sol en containers afin d’en améliorer l'aération.La tourbe de sphaigne, de nature 
très stable, est utilisée également pour enrichir les sols en matière organique.Elle 
permet notamment de structurer les sols argileux et sablonneux.

Tourbe blonde de 
bloc 10-25mm

Tourbe blonde de 
bloc 25-45mm

GreenFibre 
medium

Tourbe blonde 
fraisée 0-20mm

<100 ml/l 700 ml/l >=200 ml/l
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